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(57) ABSTRACT
A wireless chemical sensor includes an electrical conductor
and a material separated therefrom by an electric insulator.
The electrical conductor is an unconnected open-circuit
shaped for storage of an electric field and a magnetic field.
In the presence of a time-varying magnetic field, the first
electrical conductor resonates to generate harmonic electric
and magnetic field responses. The material is positioned at
a location lying within at least one of the electric and
magnetic field responses so-generated. The material changes
in electrical conductivity in the presence of a chemical-of-
interest.
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WIRELESS CHEMICAL SENSING METHOD
ORIGIN OF THE INVENTION
This patent application claims the benefit of priority to
and is a divisional of U.S. patent application Ser. No.
14/215,793 filed Mar. 17, 2014, which claims the benefit of
priority to U.S. patent application Ser. No. 12/463,475, filed
May 11, 2009. This patent application also claims the benefit
of priority to U.S. Provisional Patent Application Ser. No.
61/051,841, filed May 9, 2008. The contents of the foregoing
applications are hereby incorporated by reference in their
entireties.
This invention was made in part by an employee of the
United States Government and may be manufactured and
used by or for the Government of the United States of
America for governmental purposes without the payment of
any royalties thereon or therefor.
BACKGROUND OF THE INVENTION
Field of the Invention
This invention relates to chemical sensors. More specifi-
cally, the invention is a wireless chemical sensor that
includes a material whose electrical conductivity changes in
the presence of a chemical of interest, where such electrical
conductivity changes a harmonic response of a spaced-apart
electrically-unconnected geometric pattern that is electri-
cally conductive.
Description of the Related Art
Chemical sensors have been employed for a large variety
of applications such as bio-sensing, environmental analysis,
food analysis, clinical diagnostics, drug detection, gas detec-
tion, toxicity detection, and detection of chemicals that
could be used for warfare or terrorism. In one approach,
sensors have a specific synthesized receptor that selectively
binds with an analyte of interest. Another sensor approach is
to have a specific chemical reactant react with a target
reactant. Each approach produces a measurable change that
is discernable via an electrical component such as a capaci-
tor or resistor. Typically, the receptor/reactant must physi-
cally contact some part(s) of the electrical component(s).
This can limit the number of applications that could utilize
chemical sensors.
Chemical sensor innovation is driven by either the infra-
structure innovations such as microelectromechanical or
wireless sensors, or innovations/discoveries in chemistry
such as the development of Carbon-60 that resulted in
carbon nanotubes and the development of conductive poly-
mers. Newer sensor baseline circuit designs include mag-
netic field response sensors that require no physical connec-
tions to a power source or acquisition hardware. For
example, U.S. Pat. Nos. 7,086,593 and 7,159,774 disclose
magnetic field response sensors designed as passive induc-
tor-capacitor circuits and passive inductor-capacitor-resistor
circuits that produce magnetic field responses whose har-
monic frequencies correspond to states of physical proper-
ties of interest. A closed-circuit magnetic field response
sensor is made by electrically connecting a spiral trace
inductor to an interdigitated electrode capacitor or capacitor
plates. A magnetic field response recorder wirelessly trans-
mits a time-varying magnetic field that powers each sensor
using Faraday induction. Each sensor then electrically oscil-
lates at a resonant frequency that is dependent upon the
capacitance, inductance and resistance of each sensor. The
frequency, amplitude and bandwidth of this oscillation are
2
wirelessly sensed by the magnetic field response recorder.
The sensor's response is indicative of a parameter that is to
be measured.
While the above-described magnetic field response mea-
5 surement acquisition system greatly improves the state-of-
the-art of wireless sensing, electrical connections are still
required between the sensor's inductor and capacitor. Such
connections are subject to breakage, especially if the sensor
io 
will undergo flexing during its useful life.
SUMMARY OF THE INVENTION
Accordingly, it is an object of the present invention to
provide a wireless chemical sensor.
i5 
Another object of the present invention is to provide a
wireless chemical sensor that need not expose any electrical
components thereof to a chemical environment being moni-
tored.
20 Still another object of the present invention is to provide
a wireless chemical sensor that minimizes required compo-
nents in order to minimize failures as well as cost.
Yet another object of the present invention is to provide a
wireless chemical sensor that is functional after many types
25 of damaging events.
Other objects and advantages of the present invention will
become more obvious hereinafter in the specification and
drawings.
In accordance with the present invention, a wireless
30 chemical sensor includes an electrical conductor, a material
spaced apart from the electrical conductor, and an electric
insulator disposed between the electrical conductor and the
material. The electrical conductor has first and second ends
35 and is shaped between the first and second ends for storage
of an electric field and a magnetic field. The first and second
ends remain electrically unconnected such that the electrical
conductor so-shaped defines an unconnected open-circuit
having inductance and capacitance. In the presence of a
40 time-varying magnetic field, the electrical conductor so-
shaped resonates to generate harmonic electric and magnetic
field responses, each of which has a frequency, amplitude
and bandwidth associated therewith. The material is spaced
apart from the electrical conductor at a location lying within
45 at least one of the electric and magnetic field responses
so-generated. The material changes in electrical conductiv-
ity in the presence of a chemical-of-interest. The change in
conductivity results in a change to the conductor's generated
harmonic electric and magnetic field responses.
50
BRIEF DESCRIPTION OF THE DRAWINGS
FIG. 1 is a schematic view of a wireless chemical sensor
in accordance with an embodiment of the present invention;
55 FIG. 2 is a schematic view of a magnetic field response
recorder used in an embodiment of the present invention;
FIG. 3 is a schematic view of a wireless chemical sensor
to include a field response recorder in accordance with
another embodiment of the present invention;
60 FIG. 4 is a schematic view of a spiral trace conductor
pattern whose traces are non-uniform in width;
FIG. 5 is a schematic view of a spiral trace conductor
pattern having non-uniform spacing between the traces
thereof;
65 FIG. 6 is a schematic view of a spiral trace conductor
pattern having non-uniform trace width and non-uniform
trace spacing; and
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FIG. 7 is a schematic view of a wireless chemical sensor
in accordance with another embodiment of the present
invention.
DETAILED DESCRIPTION OF THE
INVENTION
Referring now to the drawings and more particularly to
FIG. 1, a wireless chemical sensor in accordance with an
embodiment of the present invention is shown and is refer-
enced generally by numeral 100. Sensor 100 is constructed
to be sensitive to the presence of a chemical-of-interest that
can be in the form of a solid, liquid or gas without departing
from the scope of the present invention. In the illustrated
embodiment, sensor 100 includes an unconnected electrical
pattern 10, an electrical insulator 20, and a material 30
whose electrical conductivity is altered (e.g., increased,
decreased, reduced to near zero, etc.) when in the presence
of a chemical-of-interest (not shown). Accordingly, material
30 is selected to be a material that is initially conductive,
partially conductive, or non-conductive, but whose electrical
conductivity changes when in the presence of a chemical-
of-interest.
As will be explained further below, it is the change in
electrical conductivity of material 30 that allows sensor 100
to be sensitive to the chemical-of-interest. Material 30 can
be in the form of a sheet spanning the area of pattern 10 and
adapted to be mounted where it is needed. However, the
present invention is not so limited as material 30 could also
be in the form of a thin strip overlaying some region of
pattern 10. The change in electrical conductivity of material
30 in the presence of the chemical-of-interest can be caused
by a chemical reaction between material 30 and the chemi-
cal-of-interest, or absorption of the chemical-of-interest by
material 30.
Electric insulator 20 is any material/structure that electri-
cally insulates pattern 10 from material 30 in all operating
conditions to include those conditions when the chemical-
of-interest is present. Electric insulator 20 can be a structural
element/substrate on which pattern 10 and material 30 are
mounted such that sensor 100 is a pre-fabricated sensor with
each element thereof being flexible or inflexible to suit a
particular application. However, electric insulator 20 can
also be a structure inherent in an environment where pattern
10 and material 30 will be installed. For example, if a
chemical-of-interest was to be monitored in the air outside
of a building, electric insulator 20 could be a window in the
building. Material 30 would then be mounted on the outside
of the window and pattern 10 would be mounted on the
inside of the window opposite material 30. Still further,
electric insulator 20 could simply be an air gap disposed
between pattern 10 and material 30.
Electrical conductor pattern 10 is any electrical conductor
(e.g., wire, run, thin-film trace, etc.) that can be shaped to
form an open-circuit pattern that can store an electric field
and a magnetic field. The term "open-circuit pattern" as used
herein means that the conductor has two ends that are
electrically unconnected so that the resulting conductor
pattern is an electrical open circuit having inductance and
capacitance attributes.
Pattern 10 can be a stand-alone electrically-conductive
run. Pattern 10 can also be made from an electrically-
conductive run or thin-film trace that can be deposited
directly onto insulator 20 or on an optional substrate mate-
rial 22 (referenced by dashed lines to indicate the optional
nature thereof) that is electrically insulating and non-con-
ductive. The particular choice of the substrate material will
4
vary depending on how it is to be attached to insulator 20 or
otherwise mounted in its desired location. Although not a
requirement of the present invention, the surface on which
pattern 10 is deposited is typically a planar surface. Tech-
5 niques used to deposit pattern 10 either directly onto insu-
lator 20 or on a substrate material can be any conventional
metal-conductor deposition process to include thin-film fab-
rication techniques. As will be explained further below,
lo
pattern 10 can be constructed to have a uniform or non-
uniform width, and/or uniform or non-uniform spacing
between adjacent portions of the pattern's runs/traces.
The basic features of pattern 10 and the principles of
operation for sensor 100 will be explained for a spiral-
15 shaped conductor pattern. However, it is to be understood
that the present invention could be practiced using other
geometrically-patterned conductors provided the pattern has
the attributes described herein. The basic features of a
spiral-shaped conductor that can function as pattern 10 are
20 described in detail in U.S. Patent Publication No. 2007/
0 18 1683, the contents of which are hereby incorporated by
reference in their entirety. For purpose of a complete
description of the present invention, the relevant portions of
this publication will be repeated herein.
25 As is well known and accepted in the art, a spiral inductor
is ideally constructed/configured to minimize parasitic
capacitance so as not to influence other electrical compo-
nents that will be electrically coupled thereto. This is typi-
cally achieved by increasing the spacing between adjacent
30 conductive portions or runs of the conductive spiral pattern.
However, in the present invention, pattern 10 is constructed/
configured to have a relatively large parasitic capacitance.
The capacitance of pattern 10 is operatively coupled with the
pattern's inductance such that magnetic and electrical
35 energy can be stored and exchanged by the pattern. Since
other geometric patterns of a conductor could also provide
such a magnetic/electrical energy storage and exchange, it is
to be understood that the present invention could be realized
using any such geometrically-patterned conductor and is not
40 limited to a spiral-shaped pattern.
The amount of inductance along any portion of a con-
ductive run of pattern 10 is directly related to the length
thereof and inversely related to the width thereof. The
amount of capacitance between portions of adjacent con-
45 ductive runs of pattern 10 is directly related to the length by
which the runs overlap each other and is inversely related to
the spacing between the adjacent conductive runs. The
amount of resistance along any portion of a conductive run
of pattern 10 is directly related to the length and inversely
5o related to the width of the portion. Total capacitance, total
inductance and total resistance for a spiral pattern are
determined simply by adding these values from the indi-
vidual portions of the pattern. The geometries of the various
portions of the conductive runs of the pattern can be used to
55 define the pattern's resonant frequency.
Pattern 10 with its inductance operatively coupled to its
capacitance defines a magnetic field response sensor. In the
presence of a time-varying magnetic field, pattern 10 elec-
trically oscillates at a resonant frequency that is dependent
60 upon the capacitance and inductance of pattern 10. This
oscillation occurs as the energy is harmonically transferred
between the inductive portion of pattern 10 (as magnetic
energy) and the capacitive portion of pattern 10 (as electrical
energy). That is, when excited by a time-varying magnetic
65 field, pattern 10 resonates a harmonic electric field and a
harmonic magnetic field with each field being defined by a
frequency, amplitude, and bandwidth.
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The application of a magnetic field to pattern 10, as well
as the reading of the induced harmonic response at a
resonant frequency, can be accomplished by a magnetic field
response recorder. The operating principles and construction
details of such a recorder are provided in U.S. Pat. Nos.
7,086,593 and 7,159,774, the contents of which are hereby
incorporated by reference in their entirety. Briefly, as shown
in FIG. 2, a magnetic field response recorder 50 includes a
processor 52 and a broadband radio frequency (RF) antenna
54 capable of transmitting and receiving RE energy. Pro-
cessor 52 includes algorithms embodied in software for
controlling antenna 54 and for analyzing the RE signals
received from the magnetic field response sensor defined by
pattern 10. On the transmission side, processor 52 modulates
an input signal that is then supplied to antenna 54 so that
antenna 54 produces either a broadband time-varying mag-
netic field or a single harmonic field. On the reception side,
antenna 54 receives harmonic magnetic responses produced
by pattern 10. Antenna 54 can be realized by two separate
antennas or a single antenna that is switched between
transmission and reception.
In operation, when pattern 10 is exposed to a time-varying
magnetic field (e.g., as generated by recorder 50), pattern 10
resonates harmonic electric and magnetic fields. The gener-
ated magnetic field is generally spatially larger than the
generated electric field. Material 30 is positioned relative to
pattern 10 such that it will lie within one or both of the
generated magnetic and electric fields. By way of example,
the operation of sensor 100 will be described relative to the
generated magnetic field emanating from pattern 10 when it
is exposed to a time-varying magnetic field.
For fixed excitation conditions, the magnetic field
response frequency, amplitude, and bandwidth of pattern 10
are dependent upon the electric conductivity of any material
placed within its magnetic field. That is, when a material
having electrical conductivity properties (e.g., material 30)
is placed inside either the generated magnetic field or
electric field of pattern 10, the generated fields around
pattern 10 are attenuated more when the conductivity of
material 30 increases (after being exposed to the chemical-
of-interest) and attenuated less when the conductivity of
material 30 decreases (after being exposed to the chemical-
of-interest). The energy lost from the generated magnetic
field and electric field will alter the magnetic field response
frequency, amplitude and bandwidth of pattern 10. More
specifically, since there is less energy in the generated
magnetic field, pattern 10 exhibits lower inductance and
capacitance, and produces a lower response amplitude.
Accordingly, if the relative positions of pattern 10 and
material 30 remain fixed and if the conductivity of material
30 is fixed, then the magnetic field response of sensor 100
remains unchanged for fixed excitation conditions. These
fixed conditions and resulting magnetic field response of
sensor 100 define a baseline response for sensor 100 that is
recorded prior to using sensor 100.
In accordance with the present invention, material 30 is a
conductive material that will experience a change in elec-
trical conductivity in the presence of a chemical-of-interest
(e.g., via chemical reaction, chemical absorption, etc.).
Accordingly, the above-described baseline response of sen-
sor 100 is recorded in conditions where the chemical-of-
interest is not present. Then, when material 30 is subse-
quently exposed to a chemical-of-interest, its electrical
conductivity is altered to thereby change the magnetic field
response of sensor 100 in a corresponding fashion. For
example, in the case of a sheet of material 30 overlaying
pattern 10, if the presence of the chemical-of-interest causes
T
material 30 to become less conductive, pattern 10 will lose
less energy resulting in a decreased response in bandwidth,
decreased frequency, and increased response in amplitude.
Thus, the magnetic field response of sensor 100 can be used
5 to detect the presence of the chemical-of-interest. Once the
baseline response of sensor 100 is known and sensor 100 is
placed in use, interrogation/monitoring of sensor 100 (for
changes in response relative to the baseline response) can be
carried out continuously, periodically, on-demand, etc.,
io without departing from the scope of the present invention.
As mentioned above, a magnetic field response recorder
can be used to supply the time-varying magnetic field used
to excite pattern 10 and to read/record the generated mag-
netic field provided by pattern 10. However, the present
15 invention is not so limited since the excitation time-varying
magnetic field also causes an electric field to be produced by
pattern 10. If material 30 were positioned to lie within the
electric and magnetic field responses of pattern 10 (e.g.,
through proper sizing of insulator 20), one or both of the
20 field responses could be monitored. Accordingly, FIG. 3
illustrates another embodiment of the present invention
where pattern 10 of sensor 100 is excited and monitored by
a field response recorder 60. Recorder 60 transmits the
excitation magnetic field to pattern 10 and monitors one or
25 both of the generated magnetic and electric field responses
of pattern 10 if material 30 is located close enough to pattern
10 to lie in both the magnetic and electric field responses. In
terms of the electric field response, recorder 60 monitors the
frequency, amplitude and bandwidth of the electric field
30 response.
Also as mentioned above, both the width of the pattern's
conductive runs/traces and the spacing between adjacent
portions of the conductive runs/traces can be uniform.
However, the present invention is not so limited. For
35 example, FIG. 4 illustrates a spiral pattern 40 in which the
width of the conductive trace is non-uniform while the
spacing between adjacent portions of the conductive trace is
uniform. FIG. 5 illustrates a spiral pattern 42 in which the
width of the conductive trace is uniform, but the spacing
4o between adjacent portions of the conductive trace is non-
uniform. Finally, FIG. 6 illustrates a spiral pattern 44 having
both a non-uniform width conductive trace and non-uniform
spacing between adjacent portions of the conductive trace.
The wireless chemical sensor of the present invention can
45 be configured in other ways than described above without
departing from the scope of the present invention. For
example, FIG. 7 illustrates a sensor 102 in which its uncon-
nected electrical conductor pattern 10 is encased in electric
insulator 20. In this embodiment, insulator 20 also protects
50 pattern 10 from environmental conditions. Material 30 can
be positioned adjacent to insulator 20 or can be coupled
thereto. The operation of sensor 102 is the same as described
above.
The present invention is further discussed in Woodard,
55 Olgesby, Taylor and Shams, "Chemical Detection using
Electrically Open Circuits having no electrical Connec-
tions," IEEE Sensors 2008, 26-29 Oct. 2008, hereby incor-
porated by reference in its entirety.
The advantages of the present invention are numerous.
6o The wireless chemical sensor requires only a simple uncon-
nected, open-circuit conductor shaped to store electric and
magnetic fields, and a material that experiences a change in
conductivity in the presence of a chemical-of-interest. The
material is simply spaced apart from the shaped conductor
65 by air, some non-conductive structure inherent in the appli-
cation environment, or by an insulator/substrate that also
serves as the means to "package" the shaped conductor to
US 9,733,203 B2
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thereby form a prefabricated wireless chemical sensor. The
wireless chemical sensor requires no electrically connected
components, is simple to produce, and can be excited/
powered using known field response recorder technology.
The shaped conductor and material can be separated such
that only the material need be exposed to a potentially harsh
chemical environment.
Although the invention has been described relative to a
specific embodiment thereof, there are numerous variations
and modifications that will be readily apparent to those
skilled in the art in light of the above teachings. It is
therefore to be understood that, within the scope of the
appended claims, the invention may be practiced other than
as specifically described.
The invention claimed is:
1. A method of sensing the presence of a chemical-of-
interest, comprising the steps of:
providing an electrical conductor having first and second
ends and shaped between said first and second ends for
storage of an electric field and a magnetic field, said
first and second ends remaining electrically uncon-
nected such that said electrical conductor so-shaped
defines an unconnected open-circuit having inductance
and capacitance wherein, in the presence of a time-
varying magnetic field, said electrical conductor so-
shaped resonates to generate harmonic electric and
magnetic field responses, each of which has a fre-
quency, amplitude and bandwidth associated therewith;
positioning a material in a spaced-apart relationship with
respect to said electrical conductor at a location lying
8
within at least one of said electric and magnetic field
responses so-generated, said material selected to affect
attenuation of energy associated with said electric and
magnetic field responses so-generated in the presence
5 of a chemical-of-interest;
disposing an electric insulator between said electrical
conductor and said material;
recording a baseline response for said at least one of said
electric and magnetic field responses so-generated
10 when the chemical-of-interest is not present; and
monitoring said at least one of said electric and magnetic
field responses so-generated for changes with respect to
said baseline response as an indication of the presence
of the chemical-of-interest.
15 2. A method according to claim 1, wherein said step of
disposing comprises the step of encasing said electrical
conductor in said electric insulator.
3. A method according to claim 1, wherein said electrical
conductor comprises a thin-film trace.
20 4. A method according to claim 3, wherein the width of
said trace is selected from the group consisting of uniform
and non-uniform.
5. A method according to claim 3, where the spacing
between adjacent portions of said trace are selected from the
25 group consisting of uniform and non-uniform.
6. A method according to claim 1, wherein said material
is adapted to absorb the chemical-of-interest.
7. A method according to claim 1, wherein said material
is adapted to chemically react with the chemical-of-interest.
